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Visual Indicating System

high performance tower lights

Suited for Parking areas, Construction Fields, Mining Sites,
Airports, Harbours, Road Maintenance, Railways Repairs,
Industrial Maintenance, Army Activities, Outdoor Events.

Technical Specification

Lamps:

Water and shock protected LED fixture for heavy duty applications.
Powder coated aluminum body. Electronic ballast in separate water safe
casing. The luminaire is equipped with dual ballasts allowing

phase control in two steps, this provides even increased reliability.

Built in lens protection. Multiple rectangular light pictures via patented
prismatic lens system. Heavy Duty bracket and safety chains. Module
optical unit with quick release. Safety Glass (prismatic lens).

Mains (input) voltage 220 - 240 VAC

Total weight 112 kg, 4 fixtures + external ballast
Form of protection IP 66, class I

Temp. tolerance +50° Cto-30° C

Color temperature 4 200 K SDCM 4

Color rendering Ra 90+

Chrom X 0,3750, Y 0,3750
Lumen efficiency Approx. 120 lumen/Watt
LED life exp. 60 000 hours L80, TM21
Lamp type LED individual chips
Energy consumption 1856 W

Start time Istant to full lumen output

Lighting Tower - Structure:

Zinc plated steel telescopic mast with 4 extensions. Maximum height 7
m. Electrolytic zinc-plating ideal for outdoor applications. Lifting system
with steel cables. Cable to power the headlights with CEE plug. Self-
braking lifting winch from 350 kg. 4 removable retractable stabilizers.
Ideal structure for outdoor applications. 4x460w LED Prismatic Lens
Lamps included. 7000 sq. m of illuminated area

Add-on:
Webcam for surveillance, interactive marketing benefits
Networking 3G/4G and Satellite Internet connection
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